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For Use in the Control Cabinet

ET 200S Motor Starters and Safety Motor Starters

Standard terminal modules

. Overview
Terminal modules TM-DS, TM-RS

More information see also "General data" — "Overview" — from

the section "Power supply through terminal modules"

e "-S32" version with supply terminals: 2 x 3 x 10 mm? screw
terminals for power bus and motor feeder

e "'-S31" version without supply terminals: 1 x 3 x 10 mm? screw
terminals for motor feeder
e Optionally expandable with PE/N modules

e Applies only to Standard motor starters: For applications with
high motor currents (> 6.3 A) or high ambient temperatures
(> 40 °C), it is recommended to use the DM-V15 distance
module between two DS1-x motor starters

. Technical specifications
TM-DS45 and TM-DS65/TM-FDS65 terminal modules

TM-DS45 TM-DS65/TM-FDS65
Dimensions
* Mounting dimensions (W x H x D) mm 45 x 264 x 100 65 x 290 x 100
* Height with PE/N terminal block mm 306 332
® Depth with motor starter mm 127 150
e Depth with motor starter and F-Kit (safety technology) mm 152 --
e Depth with motor starter and 2DI control module mm - 173
Rated voltages, currents and frequencies for the power bus
* Rated insulation voltage Ui \ 690
® Rated operational voltage U, V AC 500
¢ Rated impulse withstand voltage Uiy kv 6
* Rated operational current I, A 40 50
* Rated frequency Hz 50/60
Conductor cross-sections
* Solid mm2  2x (1. 2,5)” or
2x(25..6)"
® Finely stranded with end sleeve mm?  1x10o0r
2x(1..25)"or
2x(25...6)"
according to IEC 60947
e AWG cables, solid or stranded AWG 2x (14 ...10)
¢ With additional three-phase infeed terminal if required
- Solid or stranded mm2 1x25..25
- Finely stranded with end sleeve mm2 1x25..25
- AWG cables, solid or stranded AWG 1x12..4
Wiring
* Required tool Standard screwdriver size 2 and Pozidriv 2
e Tightening torque Nm 20..25
) If two different conductor cross-sections are connected to one clamping
point, both cross-sections must be in the range specified. If identical
cross-sections are used, this restriction does not apply.
TM-RS90 and TM-RS130/TM-FRS130 terminal modules
TM-RS90 TM-RS130/TM-FRS130
Dimensions
* Mounting dimensions (W x H x D) mm 90 x 264 x 100 130 x 290 x 100
* Height with PE/N mm 306 332
® Depth with motor starter mm 127 150
* Depth with motor starter and F-Kit (safety technology) mm 152 -
e Depth with motor starter and 2DI control module mm - 173
Rated voltages, currents and frequencies for the power bus
® Rated insulation voltage U; \ 690
® Rated operational voltage U, V AC 500
¢ Rated impulse withstand voltage Uiy kv 6
* Rated operational current I A 40 50
* Rated frequency Hz 50/60





